
Brush blocks must be sized to fit snugly into the
inside width of the aluminum brush channel. The
large block is generally used for corrugated rolls;
the small block for smooth rolls.

Constant and consistent brush pressure can be
maintained by adjusting each individual thumb
screw. Channels are stocked in 1000mm (39.4”)
and 1250mm (49.2”) lengths and can easily be
trimmed as necessary to fit shorter spans.
Lengths up to 1300mm (51”) are
available through spe-
cial order.

11790 Troy Lane North
Maple Grove  MN  55369  USA
763.428.2266  Fax: 763.428.4411
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ROLLSTAND BRUSH CHANNELS & HOLDERS
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ALL DIMENSIONS SHOWN IN INCHES.

Large model (32mm) Small model (25mm)

Aluminum brush holder; large bracket, left/right  . . . . . . . .29.00 each
(for use with 32mm (1") inside width brush channels)

Aluminum brush holder; small bracket, left/right . . . . . . . .29.00 each
(for use with 25mm (.785") inside width brush channels)

Aluminum brush channel; 1000 x 32mm  . . . . . . . . . . . .85.00 each
Aluminum brush channel; 1000 x 25mm  . . . . . . . . . . . .82.00 each
Aluminum brush channel; 1250 x 32mm  . . . . . . . . . . .100.00 each
Aluminum brush channel; 1250 x 25mm  . . . . . . . . . . . .95.00 each

Brush holders designed to fit above channels
are also available through Codema, Inc.

Call Codema
for current

pricing


